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SC-203

Overview

SC-203 is a 3-way stereo plus subwoofer crossover with a crossover range of: Subwoofer: 50Hz-250Hz, 24/10dB;
Low/High: 250Hz-6KHz, -24/10dB; Mid/High: 480Hz-7KHz, -24/10dB. The unit provides a 12dB/octave slope filter
and balanced XLR or unbalanced 1/4" connections. SC-203 also features a phase switch, separate high / low
frequency gain adjustment and a high-pass filter that can effectively cut the low frequency distortion.

Specifications

General

Crossover type: Stereo 3 ways +
Subwoofer

Crossover Range:

- Subwoofer: 50Hz-250Hz, -24/10dB
- Low/High: 250Hz-6KHz, -24/10dB
- Mid/High: 480Hz-7KHz, -24/10dB
Filter Type(Solpe): 2nd Order,
12dB/Octave

Frequency response: 25Hz-25KHz,
+0/-1dB

¢ AMPRO

Signal-to-Noise Ratio: > -80dB
THD: 0.05% @ +4dBu, 1kHz

Inputs

Connectors: 2 balanced XLR-3/TRS
Combo

Input impedance: 100Kohm

Outputs

Connectors: 7 balanced XLR-3
Output impedance: 220 Ohm
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Electrical
Input voltage range: AC100-240V, 50-60Hz

Physical

Dimensions: 482x165x44 mm. / 19x6.5x1.7
in.

Weight: 2.5Kg. /5.7 Lbs.
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