
Bam 6A is a 1 x 6.5’’ LF / 1 x 1’’ HF self-powered loudspeaker
 
with a polypropylene woofer and myar tweeter. Its power
 
output is 35W at 89dB sensitivity with a frequency response
 
of 55Hz -20 kHz (–3 dB). Bam 6A is equipped with a 2-band 

equalizer to adjust the sound to any given requirements, 

making it ideal for commercial applications.

Bam 6A es un altavoz autoamplificado con 1 x 6.5’’ BF / 1 x 1’’

 AF con un driver de polipropileno y un tweeter de myar. Su sali-

da de potencia es de 35W a 89dB de sensibilidad con una res-

puesta de frecuencia de 55Hz -20 kHz (–3 dB). Bam 6A está 

equipado con un ecualizador de dos bandas para ajustar el 

sonido según cualquier requerimiento, siendo así ideal para 

aplicaciones comerciales.

Aplicaciones

- Refuerzo de sonido en vivo, discursos, playbacks musicales

en entretenimiento, A/V y locaciones institucionales.

- Ideal para cuando la facilidad de uso y portablidad son

factores importantes.

- Amplificación, mezcla y monitoreo paa instrumentos

musicales eléctricos.

- En cualquier lugar donde el usuario necesite ser escuchado.

Applications

- Live sound reinforcement, speech and vocals, music

playback in entretainment, A/V and institutional venues.

- Especially when ease of use and portability are important

factors.

- Amplification, mixing and monitoring for electrical musical

instruments.

- Everywhere you need to be heard. 



Specifications

Components

LF: 6.5" Polypropylene Woofer

HF: 1" Mylar Compression Driver

Features

Self-powered 6.5" system

Power output: 35W RMS

Frequency response: 55Hz-20KHz

Sensitivity: 89dB /W/M

Amplifier & Control

Power output: 35W RMS

Frequency response: 20Hz-20KHz

Gain: Up to 30dB

Equalization: 2-band

Input voltage range: AC100–240V, 50-60Hz

Physical

Dimensions: 285x205x180 mm. / 11.2x8x7 in.

Weight (Pair): 7.5 Kg. / 16.5 Lbs. 

AMPRO continually engages in research related to product

improvement. Some materials, product methods and design

refinements are introduced into existing products without

notice as a routine expression of that philosophy. For this

reason, any current AMPRO product may differ in some 

respect from its published description, but will always equal

or exceed the original design specifications unless otherwise

stated.

Especificaciones

Componentes

AF: Woofer de Polipropileno de 6.5"

BF: Driver de Compresión Mylar de 1"

Características

Sistema autoamplificado de 6.5"

Salida: 35W RMS

Respuesta en Frecuencia: 55Hz-20KHz

Sensibilidad: 89dB /W/M

Amplificador & Control

Salida: 35W RMS

Respuesta en Frecuencia: 20Hz-20KHz

Gain: Hasta 30dB

Ecualización: 2 bandas

Voltaje: AC100–240V, 50-60Hz

Físico

Dimensiones: 285x205x180 mm. / 11.2x8x7 in.

Peso (Par): 7.5 Kg. / 16.5 Lbs. 

AMPRO realiza investigaciones de forma constante las cuales

están directamente relacionadas con la mejora de producto.

Algunos materiales, métodos de producto y mejoras de dise-

ño se introducen en productos ya existentes sin previo aviso

como expresión de rutina de esta filosofía. Por esta razón,

todos los productos de AMPRO pueden diferir respecto a su

descripción publicada, aunque siempre serán iguales o mejo-

res a las especificaciones originales de diseño a manos que 

se indique lo contrario.


